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OVERVIEW The Theater Collection uses larger woofers and midrange 

drivers than any design we have engineered before. Listen-

ers will be pleasantly surprised with in-wall home theater 

solutions that are virtually invisible to their eye and yet ex-

plosive, accurate and completely engulfing to experience.

PRODUCT ID

BETTER THAN 
THE REST

COMPOSER COLLECTION™ 

THEATER LOUDSPEAKERS

Quad six and a half inch drivers partner with our patent-

ed DPSD™  1'' tweeter to deliver the accuracy and sonic 

linearity that was once only reserved for the worlds finest 

floor-standing box speakers. 

THTR69 THTR67

VS 6 1/2” WOOFER5 1/4” WOOFER
OTHER BRANDS
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SWML30700

4 x Quad 6 1/2” Glass Fiber

1” Silk DPSDTM

40Hz-20kHz

50 Watts

200 Watts

6 ohm

SWML30900

4 x Quad 6 1/2” Kevlar ®

1” Silk DPSDTM

40Hz-20kHz

50 Watts

200 Watts

6 ohm

Part

Woofer

Tweeter

Frequency Response 

Power RMS

Power Peak

Impedance

THTR69 THTR67   SPECIFICATIONS

THEATER LOUDSPEAKERS

COMPOSER COLLECTION™ 

THTR67THTR69 | 
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Cut-Out DimensionMounting DepthOuter Dimension

29  in

736mm 

29 7/8  in
758mm 

7 7/8  in

198mm 

3 3/4  in

95mm 

8 11/16 in

220mm   

  

30 5/16  in

769mm 

9 1/8  in

231mm 

ille Dimension

 
Grille Dimension

769mm 
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THTR SERIES

29” x 7 7/8”  (736 x 198 mm) 

29 7/8” x 8 11/16”  (758 x 220 mm) 

30 5/16” x 9 1/8” (769 x 231 mm)

3 3/4” (95mm)

SPECIFICATIONS

Cutout Dimensions 

Speaker Dimensions

Grille Dimensions 

Mounting Depth


